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MOTORIZED BRUSH SYSTEM

FEATURES

Modular, light weight frame allows for adaptability to your cleaning needs, including overhead monorail chains, hanging load bars, 

inverted enclosed track chain, and roller chain.

Replaceable, customizable steel wire or nylon wheels can be selected for optimal cleaning. Automatic reversal of direction of rotation 

extends the life of the wire brushes, minimizing required maintenance time.

Simple and reliable controls eliminates the chance of un-authorized setting changes by creating technician and administrator tiers 

of controls. Calendar programmable options allow for scheduling to fit your production needs.

Fault or E-stop automatically disengauges brushes, reducing potential for damage, and allowing for 

engineering safety controls.

Neoprene curtains contain any debris, minimizing mess and reducing hazard risk. Curtains are 

upgradeable to steel for enhanced protection.

Stack lights indicating operation and fault.  Audible alarms prior to startup to increase awareness of 

moving machinery. Optional upgrade for fault signal to PLC, allowing remote monitoring (SA-

CBC-115 control panel required). Optional upgrade to include Bluetooth controls with automatic 

run report generation for logs of operation, faults, and changes to settings.

Specifications:

Motors: 2 x 1/3HP TEFC Class 'F'

Electrical Requirements: 115/120 -220/ VAC, 50/60Hz. Dry conveyor run contact to be supplied 

by others, Normally Open, closed when conveyor is running.

Air Requirements: Minimum 80 PSI. 1/4" Quick Disconnect comes standard.

Scan the qrcode to send us an email, we will 
contact you shortly.  

All reasonable care has been taken to ensure the information contained in this document is accurate as of the day of printing. However, such information may be affected by changes in the blend 
formulation occurring subsequent to the day of printing. Material Safety Data Sheets are available for all Applied Lubrication Technology Inc. products and must be consulted for appropriate storage, 
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