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Mechanical and Preset Digital Control Handles

Compatible fluids oil and similar
Inlet 1/2” NPT (f)
Min. delivery 0.26 gpm
Max. delivery 8 gpm
Max. pressure 1015 psi
Accuracy +/- 0.5%
Max. viscosity SAE 240
Fluid temperature max 122 °F

Packaging - Weight

P/N 38190-55
Preset digital dispensing control handle 
for oil equipped with:
■ inlet swivel joint 1/2” NPT (f)
■ flexible terminal
■ automatic closing nozzle ø 0.55”
■ standard AA batteries 
■ stores up to 6 preset quantities

plus last quantity

P/N 37700-55
Mechanical metered control handle 
for oil, equipped with:
■ inlet swivel joint 1/2” NPT (f)
■ flexible extension
■ semiautomatic nozzle ø 0.63” 
■ quarter and gallon indicator

with gallon totalizer

Article not manufactured by RAASM

Article not manufactured by RAASM

Compatible fluids oil and similar
Inlet 1/2” NPT (f)
Min. delivery 0.26 gpm
Max. delivery 5.25 gpm
Max. pressure 1015 psi
Accuracy +/- 0.5%
Max. viscosity SAE 240
Fluid temperature max 122 °F

Packaging - Weight No. 1   0.35 ft3 lb 4.4

No. 1   0.35 ft3 lb 5.7


