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Type of seals NBR NBR NBR
Air motor aluminum aluminum aluminum
Suction tube carbon steel carbon steel carbon steel
Bung adapter 38042-55 38042-55 38042-55
Air inlet connection 1/4” NPT (f) 1/4” NPT (f) 1/4” NPT (f)
Fluid outlet connection 1/2” NPT (f) 1/2” NPT (f) 1/2” NPT (f)
Air working pressure 90 - 120 psi 90 - 120 psi 90 - 120 psi
Noise level 81 dB 81 dB 81 dB
Deliverable oil temperature 14 - 122 °F 14 - 122 °F 14 - 122 °F
Max. deliverable oil viscosity 240 SAE 240 SAE 240 SAE
Cycles per gallon 36.4 36.4 36.4
Max. air consumption 120 psi 30 cfm 30 cfm 30 cfm
Suction tube length 9.8” (excluded P/N 10/20-55) 29” 37”
Suction tube external diameter 1.65” 1.65” 1.65”
Type of installations modular - customizable 1” suitable for drum 16 gal suitable for drum 55 gal

Packaging - Weight

P/N 36161-55 P/N 36164-55 P/N 36167-55

No. 1   0.35 ft3 lb 12 No. 1   0.71 ft3 lb 15 No. 1   0.71 ft3 lb 16

Low and medium 
viscosity fluids

High viscosity fluids

Series 238 air-operated 
double-acting pumps for 
medium distance 
oil distribution. 
Ideal for distributing high 
viscosity oils. 
The double action provides 
the delivery of a continuous 
flow, ideal for all installations, 
excellent for long distance 
distribution. 
The modular version may 
be mounted via accessories 
(see page 58), and the 
suction can be extended.

COMPATIBLE FLUIDS 

Series 238 - 5:1 - 5.50 gpm 


